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Site inspection on August 7, 2014

The following chart shows the rain events in Westford, Massachusetts for the last
few weeks in July 2014, and the first of August 2014. The weather continues to
be warm and dry:
July 14, 2014
July 15, 2014
July 16, 2014
July 27,2014
July 28, 2014
August 1, 2014
August 4, 2014

(0.29 inches of rain)
(0.23 inches of rain)
(1.20 inches of rain)
(1.40 inches of rain)
(0.83 inches of rain)
(0.16 inches of rain)
(0.01 inches of rain)

EH Perkins Construction was not on site this week. Work on the job was limited
to the continued installation of the electrical lines and lighting poles at various
locations along Route 110, and Boston Road. This work was done by a
subcontractor.
The southern shoulder of Route 110 remains largely stabilized, or graded to
protect the roadway from sediment deposition. The following photos show the
southern shoulder of the roadway, east of Boston Road:
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The following photos show another portion of the southern shoulder, again east
of the intersection with Boston Road. Again, there was no work in this portion of
the site and the area appears reasonably stable after the large rain event:

The following photo shows the southern shoulder, west of the Boston Road
intersection:
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The following photos show some of the other shoulder areas, these are on the
north side of the road, west of Boston Road, during this week of reduced activity:

And the northern shoulder to the east of Boston Road:

At the northeast intersection, there is a curbcut proposed off of the existing gas
station. As can be seen below, the cut is open but the contractor has left a
graded depression at the toe of slope, before the paved surface. The following
photos show this area on August 7, 2014:
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As noted in past reports, the contractor completed and seeded the storm water
management area in early November of 2013. At my inspection this week, I
noted continued stability and germination across the bottom of the storm water
management area. This area remains stable, and the existing erosion controls
appear adequate for the observed conditions. The following photos show the
germination on August 1, 2014 (Left Hand Photo) and the growth a few days
later on August 7, 2014:

As can be seen in the photos above, the growth on the sides and top of the
stormwater management area is weaker than bottom area growth. Slope growth
is dominated by weeds and I noted some Japanese Knotweed (Polygonum
cuspidatum). These areas may need to be reseeded with a native grass seed to
provide long term, native stabilization. The following photos show some of the
growth on the sides of the Basin:

4

There is a small amount of drainage work remaining within the locus of the
Boston Road/Littleton Road intersection. This work will likely be done in the next
week, and will complete the drainage rehabilitation and replacement work on this
roadway.
In general, the erosion and sedimentation controls remain intact. The following
photos show the conditions of the controls along a portion of Littleton Road, near
the McDonalds, on August 7, 2014:

Work continues being staged from the shoulder of the roadway, although as the
work progresses, there are less and less staging areas. The following photos
show some of the staging along the shoulders of the work area:
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Catchbasin gratess appear to be lined or protected in active work zones. There
was little or no sediment on the paved surfaces today.
Based on my inspection on August 7, 2014, I believe the site is in compliance
with the permits and SWPPP for the site. However, the following Best
Management Practices should continue to be performed:
1. Erosion controls should be inspected after every rain event. Repairs
should be made as needed.
2. Catch basin liners should be used for inlet protection as activity within
the Right of Way continues if finished grades are brought to the rim of
the structure.
3. Contractor should continue to sweep excess sediment off of paved
surfaces as work for the day is completed.
4. Catchbasins within the work area may require cleaning. In particular,
basins within Route 110 are likely to contain snow removal byproducts,
in addition to any sedimentation from the work area, and should be
cleaned.
Mary Trudeau, Environmental Monitor
EH Perkins Construction on August 7, 2014
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